PRIMEHORIZONTAL

Bit to bend

Mud Motors -2 7/8" - 7/8 1obe 4.0 stage

Drilling motors - Technical data

Motor specifications (PH-2875-780-40)

Imperial ‘ Metric
Tool OD 2.875" | 73 mm
Lobe configuration 7/8 lobe
Number of stages 4.0 stage
Bit to bend 34.06" 865 mm
Length 136.5" 3,467 mm
Weight 200 1bs 90 kg
Recommended bit size 33/4"-51/2" 95-139.7 mm
Top connection (Box) 2 3/8" req.
Bit connection (Box) 2 3/8" req.
Flow rate 40 -110 gpm 151 - 416 1/min
Rotation 3.731 Rev/Gal 0.986 Rev/Lit
Speed range 149 - 410 rpm
Maximum diff. pressure 900 psi 62.1 bar
Maximum torque 632 ft-1bs 856 Nm
Stall diff. pressure 1,360 psi 93.9 bar
Stall torque 963 ft-1bs 1,305 Nm
Maximum power 43 hp 32 kw
HSG max allowable pull 94,380 Ibs 420 KN
Bit max allowable pull 65,170 1bs 290 KN




PRIMEHORIZONTAL

Mud Motors -2 7/8" - 7/8 1obe 4.0 stage

Predicted build radius (m)

Slick bearing housing

Bend ;

angle Hole size

33/4" 4 314" 51/2"

0.31 820 1,505

0.62 347 677

0.93 232 450

1.22 143 344

1.50 105 279

1.76 84 169

2.00 71 124 280
2.23 62 98 177
2.42 56 84 136
2.60 51 74 m
2.74 48 68 98
2.85 46 63 89
2.93 44 61 84
2.98 43 59 81
3.00 43 58 79
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