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Mud Motors – 4 3/4" - 7/8 lobe 5.0 stage

Drilling motors – Technical data

Motor specifications (PH-475-780-50)

Tool OD

Lobe configuration

Number of stages

Bit to bend

Length

Weight

Recommended bit size

Top connection (Box)

Bit connection (Box)

Flow rate

Rotation

Speed range

Maximum diff. pressure 

Maximum torque

Stall diff. pressure

Stall torque

Maximum power

HSG max allowable pull

Bit max allowable pull

4.75"

52.44"

273.66"

1,100 lbs

5 1/2" - 7 7/8"

120 - 275 gpm

0.664 Rev/Gal

 

760 psi

2,920 ft-lbs

1,150 psi

4,455 ft-lbs

90 hp

258,425 lbs

116,850 lbs

120 mm

1,332 mm

6,951 mm

    500 kg

127 - 200 mm

454 - 1,040 l/min

0.175 Rev/Lit

52.4 bar

3,958 Nm

79.3 bar

6,039 Nm

67 kw

1,150 KN

520 KN

7/8 lobe

5.0 stage

3 1/2" IF.

3 1/2" reg.

80 - 182 rpm
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Mud Motors – 4 3/4" - 7/8 lobe 5.0 stage

Bend
angle

Slick bearing housing

0.31
0.62
0.93
1.22
1.50
1.76

2.00
2.23
2.42
2.60
2.74
2.85
2.93
2.98
3.00

740
365
241
183
149
127
111

100
92
86
81
78
76
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74

1,632
740
495
300
218
173
146
127
114

105
98
94
91
89
88

2,863
992
662
505
410
350
254
201
171

150
137
129
123
120
118

5 1/2" 6 1/2" 7 7/8"
Hole size

Predicted build radius (m)

MOTOR SPEED CURVE
PH-475-5
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120 GPM

Speed, Power & Torque curves

197 GPM

275 GPM


