PRIMEHORIZONTAL

Bit to bend

Mud Motors - 4 3/4" - 9/10 1obe 4.0 stage

Drilling motors - Technical data

Motor specifications (PH-475-910-40)

Imperial ‘ Metric
Tool OD 4.75" | 120 mm
Lobe configuration 9/10 1obe
Number of stages 4.0 stage
Bit to bend 52.4" 1,332 mm
Length 245" 6,232 mm
Weight 1,100 1bs 500 kg
Recommended bit size 57/8"-77/8" 149 - 200 mm
Top connection (Box) 31/2" IF/ 31/2" req.
Bit connection (Box) 31/2" req.
Flow rate 150 - 300 gpm 568 - 1,136 1/min
Rotation 0.607 Rev/Gal 0.160 Rev/Lit
Speed range 91-182rpm
Maximum diff. pressure 608 psi 42 bar
Maximum torque 2,527 ft-1bs 3,425 Nm
Stall diff. pressure 920 psi 63 bar
Stall torque 3,845 ft-1bs 5,213 Nm
Maximum power 76 hp 57 kw
HSG max allowable pull 258,425 1bs 1,150 KN
Bit max allowable pull 116,850 1bs 520 KN




PRIMEHORIZONTAL

Mud Motors - 4 3/4" - 9/10 1obe 4.0 stage

Predicted build radius (m)

Slick bearing housing

Bend ;
angle Hole size

51/2" 61/2" 77/8"
0.31 626 1,386 2,426
0.62 313 633 852
0.93 209 421 569
1.22 159 259 433
1.50 129 189 353
1.76 1o 151 301
2.00 97 127 219
2.23 87 1 174
2.42 80 100 149
2.60 75 91 131
2.74 71 86 120
2.85 68 82 12
2.93 66 79 107
2.98 65 78 104
3.00 65 77 103
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MOTOR SPEED CURVE
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Differential pressure (PSI)

For more information contact Prime Horizontal Group of Companies www.primehorizontal.com
Europe, China, Middle East, India Prime Horizontal Ltd Salland 3, 1948 RE Beverwijk The Netherlands Ph: +31251271790
United States, Canada, Mexico Prime Horizontal Inc 7710 Harms Road Houston, TX 77041 US Ph: +1346 998 1180
Australia & Southeast Asia Prime Horizontal Australia Pty Ltd Unit2, 220 New Cleveland Road Tingalpa Qld 4173, Australia Ph: +6173 8213684




