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Bit to bend

Mud Motors - 5 3/4" - 5/6 1obe 3.3 stage

Drilling motors - Technical data

Motor specifications (PH-575-560-33)

Imperial ‘ Metric
Tool OD 5.75" | 146 mm
Lobe configuration 5/6 1obe
Number of stages 3.3 stage
Bit to bend 52.44" 1,332 mm
Length 273.66" 6,951 mm
Weight 1,100 1bs 500 kg
Recommended bit size 81/2"-105/8" 216 - 270 mm
Top connection (Box) 41/2" IF.
Bit connection (Box) 41/2" req.
Flow rate 155 - 350 gpm 586 - 1,320 1/min
Rotation 0.657 Rev/Gal 0.174 Rev/Lit
Speed range 140 - 230 rpm
Maximum diff. pressure 540 psi 37.3 bar
Maximum torque 1,850 ft-lbs 2,509 Nm
Stall diff. pressure 818 psi 56.4 bar
Stall torque 3,023 ft-1bs 4,098 Nm
Maximum power 73 hp 54 kw
HSG max allowable pull 357,770 1bs 1,592 KN
Bit max allowable pull 162,480 1bs 723 KN




PRIMEHORIZONTAL

Mud Motors - 5 3/4" - 5/6 lobe 3.3 stage

Predicted build radius (m)

Slick bearing housing

Bend ;

angle Hole size

81/2" 97/8" 10 5/8"

0.31 1,898 2,687

0.62 939 1,284

0.93 624 856

1.22 476 652

1.50 273 531

1.76 195 452

2.00 155 282

2.23 129 207 310
2.42 N4 170 233
2.60 102 145 189
2.74 94 130 165
2.85 89 121 150
2.93 86 15 140
2.98 84 m 135
3.00 83 1o 133

PH-575-33
MOTOR SPEED CURVE
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