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Mud Motors – 6 3/4" - 7/8 lobe 5.0 stage

Drilling motors – Technical data

Motor specifications (PH-675-780-50)

Tool OD

Lobe configuration

Number of stages

Bit to bend

Length

Weight

Recommended bit size

Top connection (Box)

Bit connection (Box)

Flow rate

Rotation

Speed range

Maximum diff. pressure 

Maximum torque

Stall diff. pressure

Stall torque

Maximum power

HSG max allowable pull

Bit max allowable pull

6.75"

76.85"

316.14"

2,135 lbs

8 1/2" - 12 1/4"

300 - 600 gpm

0.269 Rev/Gal

 

760 psi

7,469 ft-lbs

1,150 psi

11,350 ft-lbs

198 hp

434,830 lbs

307,860 lbs

172 mm

1,952 mm

8,030 mm

   968 kg

216 - 311 mm

1,136 - 2,271 l/min

0.071 Rev/Lit

52.4 bar

10,127 Nm

79.3 bar

15,387 Nm

146 kw

1,935 KN

1,370 KN

7/8 lobe

5.0 stage

4 1/2" IF.

4 1/2" reg.

80 - 160 rpm
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Mud Motors – 6 3/4" - 7/8 lobe 5.0 stage

Bend
angle

Slick bearing housing

0.31
0.62
0.93
1.22
1.50
1.76

2.00
2.23
2.42
2.60
2.74
2.85
2.93
2.98
3.00

1,386
569
380
264
204
169
146
129
117

108
102

98
95
93
92

2,329
970
644
492
319

240
196
166
148
134
124
118
114
111

110

448
319
258
218
195
180
170
165
163

8 1/2" 9 7/8" 12 1/4"
Hole size

Predicted build radius (m)

MOTOR SPEED CURVE
PH-675-5
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Speed, Power & Torque curves

450 GPM

600 GPM


