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Mud Motors – 3 1/8" - 5/6 lobe 4.0 stage 

Drilling motors – Technical data

Motor specifications (PH-3125-560-40)

Tool OD

Lobe configuration

Number of stages

Bit to bend

Length

Weight

Recommended bit size

Top connection (Box)

Bit connection (Box)

Flow rate

Rotation

Speed range

Maximum diff. pressure 

Maximum torque

Stall diff. pressure

Stall torque

Maximum power

HSG max allowable pull

Bit max allowable pull

3.125"

38.46"

172.32"

211 lbs

3 3/4" - 4 3/4"

60 - 120 gpm

3.326 Rev/Gal

674 psi

618 ft-lbs

1,516 psi

1,116 ft-lbs

49 hp

94,380 lbs

65,170 lbs

79 mm

977 mm

4,377 mm

100 kg

95 - 121 mm

227 - 454 l/min

0.879 Rev/Lit

46.5 bar

837 Nm

104.6 bar

1,513 Nm

36 kw

420 KN

290 KN

5/6 lobe

4.0 stage

2 3/8" reg.

2 3/8" reg.

199 - 399 rpm
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Mud Motors – 3 1/8" - 5/6 lobe 4.0 stage 

Predicted build radius (m)

Differential pressure (PSI)

Bend
angle

Slick bearing housing

0.31
0.62
0.93
1.22
1.50
1.76

2.00
2.23
2.42
2.60
2.74
2.85
2.93
2.98
3.00

606
283
173
127
101
85
74
66
61
56
53
51

50
49
48

1,333
553
369
281
180
135
109

93
82
74
69
66
63
62
61

3 3/4" 4 3/4"
Hole size

MOTOR SPEED CURVE
PH-3125-4
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